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Hexxtile Progression with Hexxtile Bright Ideas




HEXXTILES Hexagonal carpet is often used to
accentuate the tone and texture of

the flooring.

This allows you to be more creative, while highlighting the clean
edges of the room’s furnishings. Available in subtle popular
patterns combined with splashes of feature colours, to make a

strong statement where required.

2513 Nickel HX

2524 Night Sky HX

2521 Roomba HX

2534 Black Ice HX

With HEXXTILE BRIGHT
IDEAS add the perfect
splash of colour to lift
any workspace.

2539 Fibre Optic HX

Our popular PROGRESSION
range now available in a
hexagons for an on-trend
geometric plan that blends
both texture and design.




LAYING PATTERNS

Broadband HX

Black Ice HX

Cliff Face HX

Cliff Face HX

Nickel HX



Jet Engine HX

Cliff Face HX

Volcanic HX

Electricity HX

Roomba HX

Steel Shot HX
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HEXXTILE PROGRESSION

25m 2513 2520 2524 2531 2534 2542
Steel Shot Nickel Cliff Face Night Sky Graphite Black Ice Volcanic
HX HX HX HX HX HX HX
Dimensions
Total Weight
4,300g/m?

(T77) Tile Size
433 x 500mm i

@ Pile Weight
Plain/Stripe - 500g/m?

Design - 515g/m?

Construction

Total Thickness
5mm

Pile Type
100% Suprona™ nylon

Technical Data

Tuft Destiny
145,600/m?

G! Fire Rating
P SO 13501-1 Bfl-S1 &

Light Fast
E’?“ ig astness
ISO 105 >6

@ Antistatic
BIIP) EN 6356 < 2kV
Permanently Antistatic

H. Castor Chair Test
b EN 985 - A: Suitable for
continuous use

Wear Rating

01592 630 030
uksales@duraflor.com

DURAFLOR.COM

Dimensional Stability
BS EN 986:2005 <0.2%

Shampoo Fastness
ISO 105 min 4-5

Colour Fastness (Water)
ISO 105 min 4-5

Thermal Resistance
BS 4745:2005 0.44 Togs

BS EN 1307 Class 33 Heavy Contract

HEXXTILE BRIGHT IDEAS

2516 2521 2529 2539 2546
Electricity Roomba Jet Engine Fibre Optic Broadband
HX HX HX HX
Dimensions
i$| Tile Size

433 x 500mm

@ Pile Weight
5809/m?

Construction

Total Thickness

Total Weight
4,00g9/m?
*

6.2mm

Pile Type
100% Polyamide

Technical Data

Tuft Destiny
161,950/m?

@ Fire Rating

[P SO 13501-1 BfI-S1

Wear Rating

BS EN 1307
Class 33
Heavy Contract

m Sound Absorption

®

@ EN SO 11654 aw 015
f/Hz 125 250 500
as [eXe]e] 0.03 0.06

Dimensional Stability
EN 986 < 0.20%

Reduction
ISO 140-80 24dB

VN
Impact Sound

1000 2000 4000
014 0.30 0.34

All colours are for illustrative purposes only.
If colour choice is critical, please request a sample



