
Technical Data

Fire Rating 
BS EN 13501–1 Bfl–s1

Impact Sound 
Reduction   
EN ISO 717–1 ΔLw 7dB                               

CIENNA
8517 Amber Oak

41

8507           
Sandstone 
Timber

8504             
Quartzite 
Barnwood

8516                
Mica 
Oakwood

8528         
Fossil Stone

8506        
Siltstone 
Concrete 

8541           
Soapstone 
Concrete

8533             
Zircon Oak

8517     
Amber Oak

8536             
Pumice 
Timber

The CIENNA Collection is a mix of wood,  
stone, concrete and terrazzo effect safety 
flooring. Each design shares a natural raw 
beauty and a distinctive authenticity.

A hard wearing, safety flooring that is suitable 
for areas where slip risk is high, and superior 
aesthetics are essential. The range is PTV 
rated at 36+ slip resistance, incorporating an 
innovative grip technology. It is available in 2m 
widths which means less joints for an even more 
comprehensive hygienic solution. 8522 Venetian Stone

8538         
Bronzite 
Barnwood

8539                
Flintstone Oak

Product Specifications

Guarantee

10 years commercial, 20 years domestic guarantee

Residual Indentation          
EN ISO 24343–1 
0.04mm (norm ≤  
0.10mm)

Dimensions and Technical Data

Width of Roll                
2m 

Length of Roll 
20m

Total Thickness         
2mm

 Total Weight              
2850g/m2 

Wear Rating 
BS EN 685/34       
Class 34                 

Dimensional Stability                 
ISO 23999 ≤0.10%

Wear Rating 
BS EN 685/43     
Class 43

Underfloor Heating               
EN 12 524 Suitable                  

Slip Resistance             
DIN 51130 R11                        
RRL 36+ Permanent

Chemical Resistance 
EN ISO 26987 – Very 
Good

Stock


